Spicer® Torque-Hub®
C0 Series Wheel Drive

Spicer® Torque-Hub® C0 Series specifically designed for today’s high-performance sprayers.
C0 Series
Spicer® Torque-Hub® New C0 Series

With 50 years’ experience with self-propelled sprayers, Dana took a fresh approach incorporating the best design features into the new C0 Series of Spicer® Torque-Hub® wheel drives. These features provide machine designers with the greatest flexibility to accommodate the current market demands for a range of machines, satisfying requirements for machine weight, speed, tire offsets, braking performance and durability.

### Dual Brake System
Working independently for more safety & reliability

### Heavy Duty Main Bearings
And retention for high wheel offsets and side loads

### High Speed Thermal Stability
For operating machines up to 60 km/h

### Patented Brake System
To meet on-road stopping requirements

### Additional Features and Benefits
- 1 Product range specifically designed for modern high-performance sprayers
- 5 Products for machine capacities carrying from 2000 to 8000 liter
- Torque ratings from 16,000 Nm to 36,000 Nm
- Low maintenance requirements and easy to service
- Suitable for hydraulic and electric vehicles, with Dana’s hydraulic and electric motors
- Easily integrated with central tire inflation systems (CTIS)

### Table of Specifications

<table>
<thead>
<tr>
<th></th>
<th>C016</th>
<th>C021</th>
<th>C024</th>
<th>C030</th>
<th>C036</th>
</tr>
</thead>
<tbody>
<tr>
<td>Service Brake</td>
<td>▲</td>
<td>▲</td>
<td>▲</td>
<td>▲</td>
<td>▲</td>
</tr>
<tr>
<td>Parking Brake</td>
<td>▲</td>
<td>▲</td>
<td>▲</td>
<td>▲</td>
<td>▲</td>
</tr>
<tr>
<td>Disengage</td>
<td>▲</td>
<td>▲</td>
<td>▲</td>
<td>▲</td>
<td>▲</td>
</tr>
</tbody>
</table>

▲ - Solution available

<table>
<thead>
<tr>
<th></th>
<th>C016</th>
<th>C021</th>
<th>C024</th>
<th>C030</th>
<th>C036</th>
</tr>
</thead>
</table>

### Output Torque Rating [lbf ft]
- C016: 16,000 Nm [141,600]
- C021: 21,000 Nm [185,850]
- C024: 24,000 Nm [212,400]
- C030: 30,000 Nm [265,500]
- C036: 36,000 Nm [318,600]

### Ratio Range
- 24:1 - 34:1
- 22:1 - 35:1
- 22:1 - 30:1
- 22:1 - 30:1
- 22:1 - 27:1

### Motor Mount Cartridge
- 60cc
- 60cc & 80cc
- 80cc & 110cc
- 110cc

### Machine Capacity [gal]
- Up to 3000 L [793]
- Up to 3800 L [1004]
- Up to 5000 L [1321]
- Up to 5000 L [1321]
- Up to 8000 L [2113]

Recommended motor: Brevini® SH9VR

Dana.com/oh/contact

Application Policy
Capacity ratings, features, and specifications vary depending upon the model and type of service. Application approvals must be obtained from Dana; contact your representative for application approval. We reserve the right to change or modify our product specifications, configurations, or dimensions at any time without notice.

© 2020 Dana Limited. All rights reserved. DSPCORP00005_C0 Series_Rev.01_072020